Performance Highlights

Low NOx (less than 10 ppm)

Up to 85% efficiency

Minimum standby losses with estimated
average AFUE efficiencies of 82%

Durable ceramic burner not affected by
overheating

Vents up to 60 feet horizontally with 60 feet of
intake air duct

Suitable for use in negative pressure
environments

Input range from 450 to 650 MBTUH
Complete diagnostic light package

Simple to service with easy access to all components

Smartflame 780001 Contro! Panel Highlights

@ 2-stage proportional control

@ Incorporates auto reset high limit & operator

@ Three modes of operation, heating, DHW and
remote

@ Port for optional tank sensor

@ Flame failure feature

@ Displays inlet/outlet temps. and delta temp.

@ Displays total run hours

@ Snap on Molex connection for easy service

@ Weather proof enclosure

@ Fusible link for over-voltage protection
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For Hydronic Heating - Models CFH450, 550, 650
For Hot Water Supply - Models CFW450, 550, 650

APPROX. SHIPPING WTS.

MODEL WEIGHT (Ibs.)

450

42" 6" [35%"[2" NPT[1”NPT 450 (42 %" 8" |357%."|2" NPT|1" NPT

550

493/4°( 6" [4372"[2” NPT[1”NPT 550 [493/4'( 8" |43 '"|2” NPT|1" NPT

650

493/4°( 6" [4372"[2" NPT[1” NPT 650 (49 3/4'( 10" |43 2"|2” NPT|1" NPT

450 326 Ibs.
550 360 Ibs.
650 360 Ibs.

TEMP. RISE 15°F (8. 3°C)
MODEL |USg.p.m|APIT.
450 50 7.0
550 60 9.5
650 70 10.5
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