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For Hydronic Heating - Models SFH420, 520, 600
For Hot Water Supply - Models SFW420, 520, 600

Performance Highlights

@ Diagnostic lights help troubleshoot over the phone

@ Temperature control is extremely accurate to
minimize standby losses from temperature overshoot

@ Adaptable for outdoor use

@ Simple to service

@ Very smooth and quiet operation

@ Fully enclosed combustion chamber

@ Suitable for venting in low ceiling applications with use
of power venter and low profile hood

@ Efficiencies up to 83%

@ Very small footprint

Smartflame 780001 Control Pane! Highlights

@ |ncorporates auto reset high limit & operator

@ Three modes of operation, heating, DHW
and remote

@ Port for optional tank sensor

@ Flame failure feature

@ Displays inlet/outlet temps. and delta temp.

@ Displays total run hours

@ Snap on Molex connection for easy service

@ Weather proof enclosure

@ Fusible link for over-voltage protection
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VENTING
MODEL | WEIGHT (Ibs.) MODEL won| ¢ [WATER) GRS mooe] w |wom | ¢ [WATER) GAS
420 296 Ibs. 420 (42 7| 10" |347|2” NPT[1” NPT~ 420 |42 | 107 |347’[2” NPT|1” NPT
520 331 Ibs. 520 (49 3/4°| 127 [42vs”[2" NPT[1” NPT 520 |49 3’| 12" |427'|2” NPT|1” NPT
600 331 Ibs. 600 (49 34| 12" [42vs”[2" NPT[1” NPT 600 |49 34| 12" [427'|2” NPT[1” NPT
TEMP. RISE 14°F (7.8°C )
MODEL |USg.p.m|APIT.
420 50 7.0
520 60 9.5
600 70 10.5

www.camus-hydronics.com
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